
Appendix K –Algoma Power Inc. (“API”) Specific Electric Vehicle Charging Connection 
Requirements 

This appendix sets out any additional requirements related to the connection of Electric Vehicle 
Supply Equipment (“EVSE”) that are not specified in the Distribution System Code or the Electric 
Vehicle Charging Connection Procedures. 

1. Connection Request 

A connection request (Preliminary Consultation Information Request form) may be downloaded 
through API’s website at www.algomapower.com.  In addition, API may request further information 
regarding the project. 

 

2. Basic Connection for Non-Residential Customers 

API does not have a basic connection (or Standard Connection Allowance) for non-residential 
EVSE. 

 

3. Offer to Connect: Estimate or Firm Offer 

For the purposes of a connection (as opposed to an expansion) related to EVSE, an initial offer to 
connect (“OTC”) will be based on a firm offer, and not subject to true up. For the purposes of an 
expansion related to EVSE, an initial OTC will be based on an estimate offer and subject to a true 
up. 

 

4. Capital Contribution 

The circumstances and amount in which API collects a capital contribution are described in 
Section 2.1.2 – Expansions/Offer to Connect. 

 

5. Work Under the Alternative Bid Option 

The work in which an alternative bid option is permitted is described in Section 2.1.2.5 – Alternative 
Bid. 

 

6. Expansion Deposit 

API’s practices in determining an expansion deposit amount are described in Section 2.1.2.4–
Expansion Deposit. 

 

7. Connection Agreement or Other Agreement 

http://www.algomapower.com/


For all intents and purposes, an Offer to Connect will serve as the Connection Agreement. In 
addition to the Connection Agreement, the customer will be required to enter into a Capital Cost 
Recovery Agreement (“CCRA”) if an expansion is required.  

If the connection is a primary connected service, an Operating Agreement may also be required. 
Primary connected services exist when the voltage at the demarcation point is greater than 750V. 

 

8. Applicable Service Conditions for Connecting New Service 

The criteria by which API defines that all applicable service conditions for connecting new service is 
described in Section 2.1.2.1– Expansions/Offer to Connect. 


